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AL HALIDE LIGHT

e PMH 528

Integrated design, succinct and nice.
ekectronic ballast build-in, constant power output, no noise and flash,

2 y 4 adjustable easily, convenient maintenance, good illuminating effection.
Ceiling mounted installation easy to be fixed.

‘ ‘ | Honey comb is good to keep no glare.
. \ A add to be the following item NO. is

e ( J stand for honey comb.

PMH612G/GA
PMH612P/P-D PMH612G-D/GA-D
PMH528/G/GA
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MATERIAL Aluminium allloy Aluminium allloy
INSTALLTION Track mounted/ceiling mounted Track mounted/ceiling mounted
Shopwindow Shopwindow
. PACKING 4 pcs/ctn 4 pcs/ctn
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STRUCTURE

PMH 612

CDM-R PAR 30/70W/10 CDM-TG12 70W 12

H(m) | E(Lux) | D(m) H(m) | E(Lux) | D(m)
1 34200 | 0.27 1 | 20070 | 0.4
2 9500 | 0.45 2 | 5200 | 07
3 3911 | 0.63 3 2230 | 1.04
4 2262 0.81 4 | 1254 1.4
5 | 1468 | 099 | 5 | 803 | 174 |

CDM-R PAR 30/70W/40 CDM-TG12 70W 40

H(m) | E(Lux) [ D(m) H(m) [ E(Lux) | D(m)

1 | 9600 | 0.79 1| 6500 | 1.75

2 2400 1.48 2 | 1625 2.4

: ' 3 10666 | 218 3 | 722.15] 3.05
Anti-glare cover with net 4| 600 | 259 4 |a06.25| 37
5 384 3.30 5 260 4.5
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